ADS-B OUT SELECTOR

With the approaching FAA
mandate for ADS-B Out -
required January 1, 2020, in
most airspace where a
transponder is required today -
owners need to understand the
options. Our ADS-B selection
tool will help you determine the
best solutions to consider for
your aircraft and where you fly.

Do you fly in airspace where a
transponder currently is required?
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Will you fly in Class A airspace
(above FL180)7?

Will you fly outside the United States,
including Canada?

Does your aircraft have a
WAAS-enabled, ADS-B-approved

GPS receiver?

[Current list of approved units]

NO

A Universal Access Transceiver with
an integrated WAAS GPS receiver will

fulfill your ADS-B Out requirement.

UAT & WAAS Solutions

NO

W

Though equipage is not required,
there are many benefits to adding
this technology to your aircraft.

Benefits of Equipping

For your operations, a Mode S
Extended Squitter (1090 MHz) ADS-B
transceiver is required.

Note: If you own an awplane with an inteprated glass
cockpit, check wath your amrframe’s manufacturer for
mformation on avatlable options.

Mode S Solutions

A Universal Access Transceiver,
transmitting a WAAS signal from your
approved GPS, will fulfill your ADS-B
Qut requirement. You also may

choose from available UATs with
integral WAAS GPS.

UAT Solutions

As you have seen, there are a
variety of ADS-B Out solutions
at a variety of price points.

New products continue to be
introduced; check back here or
visit our ADS-B information
page for the latest information.
www.aopa.org/Pilot-Resources/
Aircraft-Ownership/Technology/
ADS-B





